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In the quest to replace liquid Li-ion electrolytes with safer and
non-toxic solid counterparts for Li-ion batteries, polysiloxane
polymers have attracted considerable attention as they offer
low glass transition temperatures, stability with metallic lithium,
and versatility in chemical functionalization of the backbone.
Herein, we present the synthesis of Li-ion conductive polysilox-
ane-based polymers functionalized with 60% nitrile groups per
chain unit. The synthesis procedure is based on the reaction of
poly-(dimethylsiloxane-co-methylvinylsiloxane) polymer with 2-

cyanoethanethiol, followed by the addition of lithium bis
(trifluoromethanesulfonyl) imide. The presented polysiloxane-
based polymers exhibit exceptionally high ionic conductivity up
to 0.375 mScm� 1 at 60 °C and Li+ ion transfer number of 0.73,
one of the highest reported for polymer Li-ion conducting
electrolytes. Their electrochemical performance was evaluated
in both symmetrical and full-cell configurations to test the
utility of synthesized polymers as electrolytes in Li-ion batteries.

Introduction

Currently, replacing liquid Li-ion electrolytes with their non-
flammable and non-toxic solid counterparts based on solid
polymers is pursued as a compelling approach to improve the
energy density, cycling stability, and safety of Li-ion batteries.[1]

The seminal work of Armand et al. in 1983,[2] investigating poly

(ethylene oxide) complexes with alkali metal salts has since
catalyzed a dynamic research landscape that encompasses a
diverse array of polymer materials, including polycarbonates,[3]

polyphosphazene,[4] and polysiloxanes (PSs).[5] Among these, PS-
based solid electrolytes (PSSE) appeal for their compelling set of
properties: (i) low glass transition temperature (Tg); due to
flexible Si� O� Si bonds, which promote segmental motion of
the polymer chain and enable facile ion transfer alongside the
polymer network, (ii) high stability with lithium metal anode
and (iii) flexibility to chemical modification of the backbone.[5b,6]

However, practical deployment of PSSEs in solid-state Li
batteries still faces several challenges. A critical hurdle involves
the ion-insulating nature of the polymer backbone, which
curtails the efficient transport of lithium ions, resulting in
relatively low Li-ion conductivity (<0.01 mScm� 1 at 60 °C).[7] To
mitigate this limitation, diverse strategies such as
copolymerization,[8] grafting,[9] crosslinking,[10] and blending[11]

have been explored.[5b] These approaches introduce polar units
into the polymer structure, thereby enhancing the solvation of
Li-ions and consequently elevating ionic conductivity. In
tandem with incorporating additional polar units, another
effective strategy for bolstering Li-ion solvation involves
functionalizing the PS backbone with polar CN groups.[12] Initial
investigations into the impact of CN groups on PSSE ionic
conductivity were carried out by Lee et al.[13] The functionaliza-
tion of cross-linked PS with propilonitrile groups via allyl
cyanide was found to facilitate ion-pair dissociation, leading to
an increase in Li-ion charge carrier concentration and a
subsequent enhancement in Li-ion conductivity (to ca.
0.138 mScm� 1 at 60 °C). Subsequently, our research group[14]

demonstrated that functionalizing all PS chains with thiopropio-
nitrile groups using 3-mercaptopropionitrile increases the
dielectric permittivity of polysiloxane polymers and hence
improves the Li-ion solvation. Nevertheless, a full functionaliza-

[a] F. Okur, C. Zimmerli, H. Zhang, A. Fäh, Prof. M. V. Kovalenko,
Dr. K. V. Kravchyk
Laboratory of Inorganic Chemistry, Department of Chemistry and Applied
Biosciences
ETH Zurich
CH-8093 Zürich (Switzerland)
E-mail: mvkovalenko@ethz.ch

[b] F. Okur, C. Zimmerli, H. Zhang, A. Fäh, Prof. M. V. Kovalenko,
Dr. K. V. Kravchyk
Laboratory for Thin Films and Photovoltaics
Swiss Federal Laboratories for Materials Science & Technology
CH-8600 Dübendorf (Switzerland)
E-mail: kostiantyn.kravchyk@empa.ch

[c] Dr. Y. Sheima, P. Helbling, Dr. I. Mihail, J. Tschudin, Prof. D. M. Opris
Functional Polymers
Swiss Federal Laboratories for Materials Science & Technology
CH-8600 Dübendorf (Switzerland)
E-mail: dorina.opris@empa.ch

[d] Prof. D. M. Opris
Department of Materials
ETH Zurich
CH-8092 Zürich (Switzerland)

Supporting information for this article is available on the WWW under
https://doi.org/10.1002/cssc.202301285

This publication is part of a joint Special Collection on Solid State Batteries,
featuring contributions published in Advanced Energy Materials, Energy
Technology, Batteries & Supercaps, ChemSusChem, and Advanced Energy
and Sustainability Research.

© 2023 The Authors. ChemSusChem published by Wiley-VCH GmbH. This is
an open access article under the terms of the Creative Commons Attribution
License, which permits use, distribution and reproduction in any medium,
provided the original work is properly cited.

Wiley VCH Donnerstag, 25.01.2024

2403 / 332669 [S. 114/121] 1

ChemSusChem 2024, 17, e202301285 (1 of 8) © 2023 The Authors. ChemSusChem published by Wiley-VCH GmbH

ChemSusChem

www.chemsuschem.org

Research Article
doi.org/10.1002/cssc.202301285

http://orcid.org/0000-0002-8626-0027
http://orcid.org/0000-0001-7337-0748
http://orcid.org/0000-0002-0585-7500
http://orcid.org/0000-0002-6396-8938
http://orcid.org/0000-0001-6149-193X
https://doi.org/10.1002/cssc.202301285
http://crossmark.crossref.org/dialog/?doi=10.1002%2Fcssc.202301285&domain=pdf&date_stamp=2023-12-14


tion of PS units with CN groups resulted in a notable decrease
in ionic conductivity (to ca. 0.048 mScm� 1 at 60 °C).
Following the initial reports by Lee et al.[13] and our recent

publication on PSSEs,[14] we sought to continue the evaluation
of the content of CN groups in the PS polymer chain on the
ionic conductivity of polysiloxane-based polymers. By synthesiz-
ing PS polymers with varying CN group contents, our study
unveiled that while the incorporation of CN groups boosted
dielectric permittivity and thus improved lithium bis-(trifluor-
omethanesulfonyl) imide (LiTFSI) solvation in the PS polymer,
an increase in nitrile group content concurrently led to an
increase in Tg, thereby impeding polymer chain mobility.
Moreover, we investigated the impact of the CN :Li+ ratio on
the ionic conductivity of polysiloxanes. Both factors, i. e., the
content of CN groups and the CN :Li ratio, and their effects on
the Li-ion conductivity of polysiloxanes, are thoroughly dis-
cussed in this work. The practical feasibility of the synthesized
polymers for solid-state Li batteries was assessed through a
series of measurements, encompassing critical current density,
oxidation stability, and galvanostatic cycling in symmetrical-cell
(Li/PSSE/Li) and full-cell (Li/PSSE/LFP+PSSE) configurations with
a LiFePO4 (LFP) cathode.

Results and Discussion

Preparation and analysis of PSSEs

PSSEs were synthesized according to the procedure shown in
Figure 1. First, poly-(dimethylsiloxane-co-methylvinylsiloxane)
(PMxVy) or poly (methylvinylsiloxane) (PV) polymers with differ-
ent amounts of vinyl groups were dissolved in tetrahydrofuran
(THF). Subsequently, they were mixed with 2-cyanoethanethiol
and 2,2-dimethoxy-2-phenylacetophenone (DMPA), which

served as CN group source and photoinitiator, respectively. The
reaction between thiol and vinyl groups resulted in the
formation of PS-polymers functionalized with CN groups. The
content of vinyl groups was determined based on the molar
ratio of repeating units with and without vinyl groups,
specifically dimethylsiloxane/methylvinylsiloxane ratios of 6 : 4;
4 : 6; 2 : 8 and 0 :1. Considering that ca. 5% of the vinyl side
groups were subsequently used for crosslinking, the amount of
2-cyanoethanethiol was adjusted to about 0.95 equivalents per
vinyl group in PMxVy or PV.
To induce Li-ion conductivity, different amounts of LiTFSI

salt were dissolved in the synthesized polymers, corresponding
to CN :Li+ molar ratios of 20, 15, 10, or 5. DMPA and 2,2’-
(ethylenedioxy) diethanethiol were subsequently added to the
polymer slurry as the photo-initiator and cross-linker, respec-
tively. The resulting mixture was blade-coated onto a Teflon
substrate, followed by UV crosslinking and vacuum drying of
the obtained polymer tapes. The prepared electrolytes were
denoted as PS� X-Y (Table S1), where X indicates the percentage
of the repeating units that are functionalized with CN groups
(40, 60, 80, or 100%) and Y refers to the CN :Li+ ratio (20, 15 10
or 5). A detailed description of the synthesis and the
preparation of PSSEs can be found in the Experimental Section.
For comprehending the impact of CN content and CN:Li+

ratio on the ionic conductivity of PSSEs, series of electro-
chemical impedance spectroscopy measurements (EIS) were
performed on as-synthesized PS� X� Y compositions. As follows
from Figure 2a, comparing the ionic conductivity of PS� X� Y
electrolytes containing different content of CN groups and
CN :Li+ molar ratios, two correlations were clearly observable.
First, as expected, the ionic conductivity increases with the
concentration of Li+ ions in the polymer structure (decreasing
the CN :Li+ ratio from 20 to 5). Notably, further reduction of

Figure 1. Schematics of the synthetic procedure of PSSEs.
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CN:Li+<5 resulted in highly viscous polymer solutions that
could not be uniformly tape-casted.
Second, PSSEs with 40% and 100% CN groups, in general,

showed lower ionic conductivity compared to 60% and 80%
CN groups. This observation can be explained by the higher Tg
of PSSEs with 100% CN group (Figure 2b, S1, and Table S2),
which diminishes the ionic conductivity of PSSE with CN :Li+

ratio of 5, due to poorer segmental motion and, therefore lower
Li-ion mobility, compared to PSSEs containing 60% and 80%
CN groups. Notably, Tg changes only marginally at different
ratios of CN :Li+, as evidenced in Figure 2b. Lower ionic
conductivity of PSSEs with 40% CN groups was associated with
the lowest Li+ ion charge carrier concentration compared to
the polymer compositions with higher CN content (Figure 2c).
To evaluate the ionic conductivity of PSSEs at elevated

temperatures and consequently estimate their pseudo-activa-
tion energies, additional EIS measurements were conducted at
different temperatures for polymers with different CN groups
while maintaining a CN :Li+ ratio of 5 (Figures 3a, S2, S3 and
Table S3). The Arrhenius plot (Figure 3a) exhibited the typical
non-linear behavior associated with polymer electrolytes, which
can be described by the Vogel-Tammann-Fulcher (VTF) equa-
tion (eq. 1):[15]

s ¼ AT � 1=2e� B=kðT � T0Þ (1)

where σ [S cm� 1] is the ionic conductivity in, A [S K1/2 cm� 1] is a
fitting constant proportional to the number of charge carriers, B
[eV] is the pseudo-activation energy, k [J K� 1] is the Boltzmann

constant and T0[K] is the equilibrium temperature (
T0 ¼ Tg � 50). According to Figure 3a, S3 and Table S3, the
pseudo-activation energies of the PSSEs were determined to be
very similar for all measured compositions at a level of ca.
0.1 eV.

Electrochemical Measurements

Considering that PSSE with 60% CN groups and a CN :Li ratio of
5 (PSSE-60-5) exhibited the highest ionic conductivity of
0.375 mScm� 1 at 60 °C and low pseudo-activation energy of ca.
0.1 eV, this polymer composition was chosen for the further
electrochemical characterization, namely, the determination of
the Li+ ion transfer number, and cycle stability measurements
in both symmetrical and full-cell configurations. To determine
the Li+ ion transfer number, impedance measurements were
performed in Li/PSSE-60-5/Li symmetrical cell configuration
followed by galvanostatic cycling at a low current density of
0.001 mAcm� 2 (4 h of charge/ discharge), followed by a 30-
minutes rest in-between each half-cycle for interface stabiliza-
tion (6 cycles in total).[14] Subsequently, the cell was polarized
with 10 mV vs. Li+/Li for 10 h until a steady state current was
reached, followed by a second impedance measurement (Fig-
ure 3b). The calculations of the transference number were
performed using the Bruce-Vincent equation:[14,16]

Tss ¼
Iss
I0
x
ðDV � I0R0Þ
ðDV � IssRssÞ

(2)

where Tss is the transference number, ~V [V] is the applied
potential, I0 [Amp] and Iss [Amp] are the initial and steady-state
currents from the polarization measurement, R0 [Ohm] and Rss

[Ohm] are initial and steady-state resistance from the impe-
dance measurements, respectively.
The Li+ ion transfer number of PSSE-60-5 was found to be

0.73, approaching that of a single ion conductor, which is one
of the highest values reported to date for polymeric Li-ion
conducting electrolytes.[5b,17] Although the functionalization of
the PS backbone with a high CN content of 60% leads to an
increase in the dielectric constant of the PS polymers,[18] the
high Li+ ion transfer number of PSSE-60-5 indicates rather weak
dipolar interactions between Li+ ions and CN-functionalized PS
chains,[6b,19] in contrast to, for example, oxygen-containing
backbones of polyethylene oxide-based Li-ion electrolytes.[20]

Next, the ability of the electrolyte to support reversible
electrochemical lithium plating/stripping was studied through
galvanostatic cycling measurements of Li/PSSE-60-5/Li sym-
metrical cells. These cells were prepared by pressing two
symmetrically aligned Li disks on both sides of PSSE-60-5
polymer. The measurements were conducted under the
pressure of 0.75 MPa at 60 °C using a homemade cell setup
(Figure S4).
As an initial step, we targeted to determine the achievable

critical current density (CCD) of the studied polymer, that is, the
current density at which Li dendrite propagation begins.[21] The
test was performed using galvanostatic cycling experiments at

Figure 2. The comparison of ionic conductivity at 60 °C (a), glass transition
temperature (Tg) (b) and Li

+ ion concentration (c) of PSSEs comprising
different quantities of CN groups and CN :Li molar ratios.
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different current densities. Specifically, the current density was
increased from 0.1 mAcm� 2 in increments of 0.05 mAcm� 2,
carrying 0.1 mAhcm� 2 of lithium for each half cycle (Figure 3c).
Notably, no short circuit was observed for the symmetric cell up
to 2 mAcm� 2 current rate, where the measurements had to be
terminated owing to prohibitively high overpotential. This result
shows that PSSE-60-5 can sustain efficient lithium-ion transport
even at high current densities and yet at low pressure and
moderate temperatures.
The cycling stability of the prepared symmetrical cell was

then assessed through additional electrochemical measure-
ments at a constant current density of 0.2 mAcm� 2 and a
limiting areal capacity of 0.2 mAhcm� 2 per half cycle. As shown
in Figure 3d, the Li/PSSE-60-5/Li cells exhibited high cycling
stability up to 400 h, corresponding to 80 mAhcm� 2 of cumu-
lative lithium areal capacity. Importantly, the cells exhibited a
stable overpotential of ~100 mV throughout the cycling meas-
urements.
The potential of polymer as a Li-ion solid-state electrolyte

was evaluated in the cell comprising LFP-PSSE-60-5 cathode
composites (catholytes) and lithium metal anode. The cath-
olytes were prepared by mixing LiFePO4 (LFP, 65 wt%) as active
material and carbon black (10 wt%) as an electronic conductive

additive in an agate mortar, followed by their mixing with
polymeric solution (25 wt%) serving as both binder and ion-
conducting medium. The polymer solution was prepared by
mixing PS-based polymer functionalized with 60% CN groups,
LiTFSI salt (CN :Li+ ratio of 5), cross-linker (10 vol% in N-methyl-
2-pyrrolidone (NMP)), and thermal initiator (azobisisobutyroni-
trile) dissolved in NMP. The well-mixed slurry was then tape-
cast on a carbon-coated aluminum foil current collector using a
100 μm blade opening. Afterwards, the tape was dried at 80 °C
under air to evaporate the solvent and then at 100 °C under
vacuum for thermal crosslinking. A photograph of a highly
uniform layer of the polymer cathode composite is shown in
Figure S6.
Full-cells were prepared by stacking the discs of lithium

metal anode, PSSE-60-5 polymer electrolyte separator, and
catholyte. A cross-section Scanning Electron Microscopy (SEM)
image of a full-cell stack (Figure 4a), together with Energy
Dispersive X-ray Spectroscopy (EDX) elemental analysis of the
polymer cathode composite demonstrated the uniform distri-
bution of PSSE-60-5 and LFP (Figure 4b, d, and e). The
homogeneous distribution of PSSE-60-5 in the cathode compo-
site is the key factor in sustaining an effective Li+ ion transport
to the active materials within the catholyte.

Figure 3. (a) Arrhenius plots of the measured total conductivity PSSEs comprising different quantities of CN groups (40, 60, 80, and 100%) at identical CN :Li
molar ratio of 5. (b) Polarization measurements of PSSE-60-5 performed at 10 mV and the Nyquist plots measured before and after polarization. (c) Voltage
profiles of Li/PSSE-60–5/Li symmetrical cells, measured at different current densities ranging from 0.1 mAg� 1 to 2 mAg� 1 with a capacity limitation of
0.1 mAhcm� 2 per half-cycle. (d) Voltage profiles of Li/PSSE-60-5/Li symmetrical cell, measured at a current density of 0.2 mAcm� 2 with capacity limitation of
0.2 mAhcm� 2 per half-cycle. The measurements shown in (c) and (d) were conducted at 60 °C applying uniaxial pressure of ca. 0.75 MPa.
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Prior to assessing the electrochemical performance of the
full-cells based on the developed polymer, we evaluated its
oxidation electrochemical stability at 60 °C by cyclic voltamme-

try measurement between 0.5–4.2 V vs. Li+/Li with a scan rate
of 1 mVs� 1 (Figure 5a). The cells were prepared by placing
PSSE-60-5 in between symmetrically aligned carbon-coated

Figure 4. (a) Cross-sectional SEM image and (b) EDX elemental map of a full-cell comprising lithium anode, PSSE-60-5, LiFePO4-PSSE-60-5 cathode, and Al
current collector. Individual EDX maps of Si (c), P (d) and Al (e) measured on PSSE-60-5/LiFePO4-PSSE-60-5/Al cross section (shown as red square in (b)). The
cross-sectional images of the full-cell after electrochemical cycling are shown in Figure S5.

Figure 5. (a) Cyclic voltammetry curves of PSSE-60-5 measured in Li/PSSE-60-5/stainless steel configuration at a scan rate of 1 mVs� 1. Galvanostatic charge/
discharge voltage profiles of Li/PSSE-60-5/LFP-PSSE-60-5 full-cell measured at different C rates ranging from 0.1 C to 0.6 C (b) and at 0.3 C rate for cycle
numbers of 1, 10 and 50 (c). (d) Cycling stability measurements of Li/PSSE-60-5/LFP-PSSE-60-5 full-cell at 0.3 C. The measurements shown in (b), (c), and (d)
were conducted at 60 °C applying uniaxial pressure of ca. 0.75 MPa. The electrochemical performance of the full-cells based on other PPSEs with different
nitrile groups and CN :Li+ ratios can be found in Figure S7.
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aluminum foil and lithium foil as working and counter/reference
electrodes, respectively. It was determined that the onset of
electrochemical oxidation occurs at ca. 3.7 V vs. Li+/Li and
therefore slightly lower voltage of 3.65 V vs. Li+/Li was selected
as an upper potential limitation for full-cell measurements.
The performance of PS-based solid-state Li batteries under

real working conditions was assessed by conducting galvano-
static cycling at various C rates ranging from 0.1 C
(0.06 mAcm� 2) to 0.6 C (1.02 mAcm� 2), Figure 5b. LFP can be
reversibly de-lithiated and lithiated at ca. 3.5 and 3.4 V vs. Li+/
Li, respectively, delivering a high storage capacity of
148 mAhg� 1 (ca. 90% from the theoretical capacity of
165 mAhg� 1) at low C rate of 0.1 C. At higher C rates, the
discharged capacity drops to 139, 130, 112, 50, and 30 mAhg� 1

at 0.2, 0.3, 0.4, 0.5, and 0.6 C, respectively. We hypothesize that
the poor rate capability might stem from insufficient electronic
percolation in the LFP cathode, requiring further optimization,
for instance, by employing CNT as an electron conductive
additive due to its high aspect ratio. The cycling stability test of
full-cells employing PSSE-60-5, performed at 0.3 C rate, showed
high capacity retention of LFP cathode of 97% over 50 cycles
(Figure 5c, d) with a high Coulombic efficiency of ca. 99.65%.

Conclusions

In this work, we have thoroughly investigated the influence of
nitrile group content and CN :Li+ ratio on the ionic conductivity
of PS polymers. Side-by-side characterization of the synthesized
PS polymers by EIS, differential scanning calorimetry, and
dielectric permittivity measurements revealed that, on the one
hand, incorporation of nitrile groups into the PS backbone
increases the dielectric permittivity and thus promotes the
LiTFSI solvation in the PS polymer, and increases charge carrier
concentration of the Li+ ions. On the other hand, an increase in
the CN content leads to an increase in the glass transition
temperature, lowering chain mobility, which has a negative
effect on the Li-ion charge carrier mobility. Another important
aspect concerned the processability of the PS polymers. While a
decrease in the CN :Li+ ratio fosters enhancement in ionic
conductivity of the PS polymers due to an increased concen-
tration of Li+ charge carriers, a CN :Li+ ratio below 5 leads to
the formation of viscous polymer solutions that are unsuitable
for the fabrication of uniform coatings via tape casting.
Among the different synthesized PSSE compositions, the

highest ionic conductivity of 0.375 mScm� 1 at 60 °C was found
for the PS polymer with 60% CN groups and a CN :Li+ ratio of 5
(PSSE-60-5). The Li+ ion transfer number was as high as 0.73,
indicating rather weak dipolar interactions between Li+ ions
and the polymer chain with CN groups. Importantly, the
developed PSSE-60-5 in a symmetric Li/PSSE-60–5/Li cell
configuration exhibited a high CCD of up to 2 mAcm� 2 and a
long cycling stability of up to 400 h at a current density of
0.2 mAcm� 2 and an area capacity limit of 0.2 mAhcm� 2. The
electrochemical performance of PSSE-60-5 was also investigated
with an LFP cathode. Li/PSSE-60-5/LFP full-cells demonstrated a
high initial gravimetric charge storage capacity of about

132 mAhgLFP
� 1 and about 100% of this capacity was maintained

for 55 cycles at 0.3 C rate.

Experimental Section

Chemicals

1,3,5,7-Tetramethyl-1,3,5,7-tetravinyl cyclotetrasiloxane (V4, ABCR),
hexamethyldisiloxane (98%, ABCR), octamethylcyclotetrasiloxane
(D4, 97%, ABCR), 2,2-dimethoxy-2-phenylacetophenone (DMPA,
Merck), calcium hydrate (Merck), aqueous solution of tetrameth-
ylammonium hydroxide (TMAH, 25 wt%, Merck), anhydrous
benzene (Merck), methanol (Merck), tetrahydrofuran (THF, Merck),
chloroform (Merck), magnesium sulfate (Merck), sodium hydroxide
(Merck), 3-chloropropionitrile (Merck), thiourea (Merck), sulfuric acid
(Merck), 2,2’-(ethylenedioxy) diethanethiol and azobisisobutyroni-
trile (Sigma Aldrich) were of reagent grade and used as received
without purification. 2-Cyanoethanethiol was synthesized according
to the literature.[22] Carbon black (CB, Super P, IMERYS), 3 wt%
carbon-coated LiFePO4 (LFP, Aleees), N-methyl-2-pyrrolidone (NMP,
Thermo Fisher Scientific) were used as received.

Synthesis of polysiloxanes

PMxVy and PV were synthesized according to previous report.
[18]

Synthesis of polysiloxanes functionalized with nitrile groups

In a typical synthesis, 20 g of PMxVy or PV viscous polysiloxane
polymers were dissolved in 600 ml of THF, followed by the addition
of 2-cyanoethylthiol (28.8 g, 0.331 mole, 0.95 equiv. to reactive vinyl
groups) and DMPA (0.846 g, 0.009 equiv. to reactive vinyl groups).
The reaction mixture was degassed three times using the freeze-
pump-thaw technique and then irradiated for 20 min with a UV
light. The reaction of thiol with vinyl groups yielded the polymers
functionalized with nitrile groups. The amount of the vinyl-group
was defined by molar ratio between non- and vinyl-group
containing repeating units (dimethylsiloxane/methylvinylsiloxane=

6 :4; 4 : 6; 2 : 8 and 0 :1). Considering that ca. 5% of vinyl side groups
were subsequently used for crosslinking, the quantity of 2-
cyanoethanethiol was adjusted to ca. 0.95 equivalent per vinyl
group present in PMxVy or PV. Then, the solution was heated in a
rotary evaporator to increase the concentration of the functional-
ized PMxVy/PV. Afterwards, the polymer was washed four times by
dissolution/precipitation in THF/methanol and dried at room
temperature for ca. 24 h. The concentration of THF in the dried
polymer was ca. 5–2 wt%. Complete drying was avoided to prevent
undesired reactions between remaining vinyl groups. Importantly,
the completeness of the reaction between thiol and vinyl groups
was confirmed by Raman spectroscopy measurements (see Fig-
ure S8). Raman Spectroscopy measurements were performed using
a confocal Raman microscope (Horiba, LabRAM HR Evolution)
equipped with an Nd:Yag 532 nm laser (Cobolt SambaTM).

Preparation of PSSE

PSSEs were prepared by the addition of different amounts of LiTFSI
salt in the synthesized polymers, corresponding to the CN:Li+ molar
ratio of 20, 15, 10, or 5. Afterwards, DMPA and 2,2’-(ethylenedioxy)
diethanethiol as photoinitiator and cross-linker (CL), respectively,
were added to the polymer slurry. The obtained mixture was blade
coated on a Teflon substrate with 250 μm blade opening at a speed
of 1 mms� 1, followed by UV crosslinking for ca. 5 minutes. Cross-
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linked polymer films were then peeled off from the substrate, cut
into small 6 mm discs, and vacuum dried in antechamber at 60 °C
overnight for further use. The thickness of the fabricated Li-ion
electrolyte discs was intentionally set at 110 μm, as shown in
Figure S9. However, it is important to note that it was entirely
feasible to produce thinner or thicker variants of the electrolyte, as
illustrated in Figure S10. The prepared electrolytes were denoted as
PS� X-Y (see Table S1), where X indicates the percentage of the
repeating units that are functionalized with CN groups (40, 60, 80,
or 100%) and Y refers to the CN :Li+ ratio (20, 15, 10, or 5). Stress-
strain data for prepared PSSEs are shown in Figure S11. Compres-
sion tests were conducted using Tinius Olsen Universal Testing
Machine at a loading rate of 1 μms� 1. The flexibility of the prepared
PSSEs is demonstrated in Video S1.

SEM and EDX measurements

SEM and EDX analysis were performed using Hitachi TM3030Plus
Tabletop SEM with an acceleration voltage of 10 kV.

DSC measurements

DSC measurements were conducted using Perkin Elmer DSC8000
device between the temperatures of � 100 °C and 50 °C with a
heating and cooling rate of 10 °Cmin� 1 under constant N2 flow. On
average, 9.5 mg samples were used for the measurements. Fig-
ure S1 shows the first heating curve.

Measurements of the ionic conductivity and electrochemical
stability window

The ionic conductivity of polymers was assessed by EIS measure-
ments. Corresponding polymer electrolytes were cut into discs
(diameter=8 mm), dried under vacuum at 60 °C overnight, and
placed between two stainless steel current collector discs inside the
coin-type cell (316 L, Hohsen Corp) for EIS measurements. Coin-
type cells were assembled in a glovebox under argon atmosphere
(<0.1 ppm H2O/O2). The thickness of the polymer placed between
current collector discs was measured using a digital thickness
gauge (Brütsch-Rüegger Mitutoyo). EIS measurements were per-
formed in the frequency range from 10 Hz to 3.5×107 Hz with an
amplitude of 0.01 V within a temperature range of � 20 °C to 60 °C,
using Biologic MTZ-35 impedance analyzer, ITS-e enhanced inter-
mediate temperature system.

The electrochemical stability window of prepared Li-ion conducting
polymers was assessed by cyclic voltammetry measurements
performed in coin-type cells assembled in a glovebox under an
argon atmosphere (<0.1 ppm H2O/O2). The cells consisted of
lithium foil as the counter and the reference electrode, carbon-
coated aluminum foil as a working graphite electrode, and a Li-ion
conducting polymer placed between both electrodes. The measure-
ments were performed within a voltage range of 0.5 V–4.2 V vs. Li+/
Li with a speed of 1 mVs� 1 at 60 °C using Biologic VMP3
potentiostat/galvanostat.

Transference number measurement

A lithium symmetric coin-type cell is assembled in the glovebox
with the configuration of Li/PSSE-60-5/Li. First, impedance measure-
ment is done in the frequency range from 10 Hz to 107 Hz with an
amplitude of 0.01 V, using Biologic SP-150 multifunctional potentio-
stat/galvanostat. Then, the symmetric cell is galvanostatically cycled
at 0.001 mAcm� 2 current rate (4 hours of charge/discharge),
followed by 30 minutes rest between each half cycle for 6 cycles.

Afterwards, the symmetric cell is polarized to 10 mV vs. Li+/Li until
reaching a steady-state current for 10 hours. After the polarization,
the second impedance measurement is performed. All measure-
ments were performed at 60 °C.

Preparation of polymer cathode composite

3 wt% carbon-coated LiFePO4 (0.13 g) and carbon black (0.02 g)
powders were ground in an agate mortar for 5 minutes. Afterwards,
Li-conducting polysiloxane polymer solution (0.05 g) was added to
the obtained LiFePO4/carbon black mixture, followed by its further
grounding for 15 min. The polymer solution was prepared by
dissolving Li-conducting polysiloxane polymer (PS-60, non-cross-
linked), 2,2’-(ethylenedioxy) diethanethiol cross-linker (29 μL,
10 vol .% in NMP) and azobisisobutyronitrile thermal initiator
(29 μL, 10 vol .% in NMP) in NMP solvent. The obtained slurry was
then tape-cast on a carbon-coated aluminum foil current collector
via doctor-blading (gap: 100 μm), at a speed of 1 mms� 1. The
obtained cathode tape was first dried shortly at room temperature
followed by drying at 80 °C under air and then at 100 °C under
vacuum to thermally crosslink the polymer. The polymer cathode
was additionally dried overnight at 80 °C under vacuum in an
antechamber of an argon-filled glovebox prior to being used for
battery assembly.

Symmetric and full-cell preparation

Li/PSSE-60-5/Li symmetric cells were prepared by placing symmetri-
cally alighted lithium discs (d=6 mm) onto polymer Li-ion electro-
lyte discs (d=8 mm). Electrochemical measurements were per-
formed at 60 °C under 0.75 MPa pressure inside an Ar-filled
glovebox. Full-cells were prepared by placing PSSE-60-5 (d=8 mm)
in between two symmetrically aligned lithium metal anode (d=

6 mm) and LFP polymer cathode (d=6 mm) and then cycled at
60 °C under pressure of 0.75 MPa inside of the Ar-filled glovebox.
The electrochemical measurements of full-cells were performed
using a multichannel workstation Biologic VMP3 in the voltage
window of 2–3.65 V vs. Li+/Li. The electrochemical performance of
the cells at the higher upper voltage of 3.7 V vs. Li+/Li is shown in
the Figure S12.
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